

















J ) SETUP & INSTALLATION

INSTALLATION SITE

When looking for a location to place your massage chair, keep following in mind:

» The chair takes up more space when stretched out than when in an upright position.
With the chair upright, allow at least 3 inches of open space behind the backrest, and
at least 23 inches of space in front of the Legrest.

» To prevent wearing out the floor beneath the chair, we advise placing some cushioning
material, such as a rug or plastic mat, underneath the chair.

» To prevent fire or damage to the leather upholstery, keep the massage chair away from
any sources of heat (such as a stove or furnace).

3in

!

///////////7/“7/"'//

AAELELL AL LNV AV L VAN VAN

TTARLAL L L LT L LT REL LA RN L iy VUL TR NRNNY

FLOOR PROTECTION

» Place the unit on a mat to prevent floor damage

» When placing a mat under the unit, the size of the mat should be sufficient to cover the
areas where the unit touches and where the leg rest could touch the floor
(at least 48 in. by 72 in.; or 122 cm by 183 cm).
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J ) SETUP & INSTALLATION

USAGE ENVIRONMENT

-

.

A\ warNING

~

To prevent possible electrical leakage, do not place the massage chair in or near
a damp environment, such as a bathroom or spa.

Do not expose the massage chair to direct sunlight or high temperatures, such
as in front of heating sources, because this can cause discoloration or hardening
of the synthetic leather.
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A DANGER

This massage chair belongs to Class | of the |EC
Protection Class. Be sure to use a three-prong power
supply socket. To avoid electric shock, leakage, or other
electric risk, ensure the ground wire connected to the
power supply has obtained a stable ground connection.
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